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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 





Mazdoor Kisan Shakti Sangathan 
The Right to Information, The Right to Live" 
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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards on 16 October 1989, after 
the draft finalized by the AutomotiveBraking Systems Sectional Committee had been approved by 
the Transport Engineering Division Council. 

This standard is one in the series of standards being developed for automotive hydraulic braking 
systems of road vehicles. 

This standard does not preclude details of sizes and forms, necessary for any other applications. 

In the preparation of this standard, assistance has been derived from the following : 

SAE J 1291-1980 Automotive hydraulic banjo bolt connections, issued by the 

Society of Automotive Engineers, USA. 

DIN 74233 ( Part 1 )-1963 Brake lines for hydraulic brakes, hollow screws, issued by the 

Deutsches Institut fiir Normung (DIN), Germany. 



IS 12831 : 1989 

Indian Standard 

AUTOMOTIVE VEHICLES - BRAKING 
SYSTEMS — BANJO BOLT CONNECTIONS — 

DIMENSIONS 

1 SCOPE 2 DIMENSIONS OF BANJO BOLTS 

2.1 The dimensions and tolerances shall be as 

1.1 This standard specifies dimensional require- recommended in Tables 1 and 2. 

ments for threaded ports and banjo bolts for „ ^«,^^ T ^*^„„ ^ «„«„*.*„•* «~™„ 
interconnection of major components in auto- 3 DIMENSIONS OF THREADED PORTS 

motive hydraulic brake systems. 3.1 The dimensions and the tolerances for 

threaded ports for banjo bolts shall conform 

1.2 This standard does not cover banjo blocks. to Table 3. 
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Table 1 DiacnsioDS tnd Taleraoces for Bujo Bolts 
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Table 2 Dimensions of Banjo Bolts ( Alternate ) 
(Clause 2.1 ) 
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All dimensions fn millimetres. 
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NOTE — Details, not specified, may be suitably chosen. 



IS 12891 : 19S9 

Table 3 
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Standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been produced 
to comply with the requirements of that standard under a well defined system of inspection, 
testing and quality control which is devised and supervised by BIS and operated by the pro- 
ducer. Standard marked products are also continuously checked by BIS for conformity to 
that standard as a further safeguard. Details of conditions under which a licence for the use 
of the Standard Mark may be granted to manufacturers or producers may be obtained from 
the Bureau of Indian Standards. 



Bureau of Indian Standards 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to 
promote harmonious development of the activities of standardization, marking and quality 
certification of goods and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in 
any form without the prior permission in writing of BIS. This does not preclude the free use, in 
the course of implementing the standard, of necessary details, such as symbols and sizes, type or 
grade designations. Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, 
are issued from time to time. Users of Indian Standards should ascertain that they are in possession 
of the latest amendments or edition. Comments on this Indian Standard may be sent to BIS 
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